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お 買い 上 げ い た だ き 、 あ り が と う ご ざ いま す 。 
ご 使用 の 前 に 、 こ の 取扱 説明 書 を 必ず お 読み くだ さい 。 
ご 使用 に 際 し て は 、 こ の 取扱 説明 書 ど お りお 使い くだ さい 
読み に な っ た 後 は 、 後 日 お 役に立つ こと も ご ざい ます の で 、 必 ず 保 管 し て くだ さい 


Read all the instructions in the manual carefully before use and strictly follow them. 
Keep the manual for future references. 


取扱 説明 書 / Instruction Manual 
第 1 版 1st Edition 


[For U.S.A. and Canada] 


THIS CLASS A DIGITAL DEVICE COMPLIES WITH 

PART15 OF THE FCC RULES AND THE CANADIAN 

ICES-003. OPERATION IS SUBJECT TO THE 

FOLLOWING TWO CONDITIONS. 

(1) THIS DEVICE MAY NOT CAUSE HARMFUL 
INTERFERENCE, AND 

(2 THIS DEVICE MUST ACCEPT ANY 
INTERFERENCE RECEIVED, INCLUDING 
INTERFERENCE THAT 

MAY CAUSE UNDERSIGNED OPERATION. 


CET APPAREIL NUMERIQUE DE LA CLASSE A 
EST CONFORME A LA NORME NMB-003 DU 
CANADA. 


[For EU and EFTA countries] 


Marking by the symbol CE indicates compliance with 
the EMC directive and the Low-voltage directive of the 
European Community. This marking shows 
conformity to the following technical standards. 


EN 55011 Group 1 Class A/98: 
"Limits and methods of measurement of radio 
disturbance characteristics of industrial, scientific and 
medical (ISM) radio-frequency equipment" 


EN 61000-3-2 / 95 : 
"Limits for harmonic currents emissions (equipment 
input current < 16 A per phase)" 


EN 61000-3-3 / 95: 
"Limitation of voltage fluctuations and flicker in low- 
voltage supply systems for equipment with rated 
current € 16 A" 


EN 61000-6-2 / 99 : 
"Electromagnetic compatibility (EMC) - Part 6-2 : 
Generic standards - Immunity for industrial 
environments" 


EN 61010-1 A1+A2 : 
"Safety requirements for electrical equipment for 
measurement, control and laboratory use Part 1: 
General requirements" 


EN 60825-1 : 
Laser Class 1 product 


SONY. 


The compliences of this product with safety standards are as 
described in this supplement regardless of whether the 
Instruetion Manual of this product also includes description 
on safety standand compliences or not. 
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使用 上 の 注意 


書 で は 下記 の よう な 表示 を 用 いて いま す 。 表 示 内 容 を ご 理解 の 上 、 本 文 を お 読み くだ さい 。 


A ze 
この 表示 の 注意 内 容 を 守ら な いと 、 火 災 や 感電 な ど に より 死亡 や 重傷 な どの 人 身 事故 に つなが る 
こと が あり ます 。 


A xx 
この 表示 の 注意 内 容 を 守ら な いと 、 感 電 や その 他 の 事故 に より 負傷 し た り 、 周 辺 の 物品 に 損 寄 を 
与え た り 、 機 器 の 機能 ・ 性 能 を 掴 な うこ と が あり ます 


E33 
機器 の 正しい 取り 扱い の た め 、 参 考 に し て いた だ きた い 事 項 で す 。 
重要 


A A kapa BS ge に な り 、 必 ず お 守り くだ さい 。 
設置 中 や 操作 中 に 異常 ( 間 ・ 音 ・ 匂 いな ど ) が 発生 し た 場合 、 す ぐに 電源 コー ド を 外し て 、 当 社 の 
サー ビス に ご 連絡 くだ さい ADELAIDE, HORDE # D š +. 


一 般 


Ars 


ディ スク 挿入 こ 手 や 異物 を 入れ な いで くだ さい 。 故障 の 原因 と な る 場合 が あり ます 。 ま た そ 
れ ら の 開口 ロ か ら ゴ ミ な ど 入 ら な いよ うに し て くだ さい 。 発火 の 原因 と な る 場合 が あり ます 。 
・ 取り 扱い に 除 し て は 、 説 明 さ れ て いる 手順 に 従っ て 行なっ て くだ さい 。 誤っ た 操作 は 装置 の 政 
障 だ け で な くけ が や 感電 、 発 火 の 原因 と な る こと が あり ます 。 
・ けが や 感電 を 避け る た め 、 周 辺 機器 の 接続 は 電源 コー ド を コン セン ト か ら ぬ いた 状態 で 行なっ 
て くだ さい 。 
・ 電源 投入 の 際 に は 、 必 ず 電 源 コ ー ド の ゆる みや 接続 部 分 に ほこ り が 無い こと を 確認 し て か ら ス 
イッ チ を 操作 し て くだ さい 。 
電源 コー ド の 接続 が ゆめ る ん で ほこ り が た まっ て いる と 、 発 火 の 原 因 と な る こと が あり ます 。 
・ 本 体内 部 に 手 を 触れ な いよ う 、 カ バー は 外さ な いで くだ さい 。 
・ 水 や その 他 の 液体 、 ま た は それ ら を 含ん だ 布 な ど を 本 体 の 上 に 置か な いで くだ さい 
一 、 本 体内 部 に 異物 や 液体 を た 入れ て し まっ た 場合 は 、 す ぐに 電源 コー ド を 抜い て 、 当 社 の 
サー ビス に ご 連絡 くだ さい 。 点 検 ・ 修 理 の 必要 が あり ます 。 
・ 本 体 の 清掃 は 乾い た 布 で 行なっ て くだ さい 。 
・ 本 体 を 移動 する 場合 は 、 安 全 の た め に 次 の 指示 に 従っ て くだ さい 
正面 パネ ル ま た は 背面 パネ ル の 前 に 立ち 、 そ の 下 に 両手 を 奥深 く 差 し 込ん で 持ち 上 げ 、 身 体 に 
引き 寄せ て 支え を て くだ さい 
本 体 が 低い 位置 に 置か れ て いる 場合 は 、 し ゃ が み 込 ん で それ を 持ち 上 げ て くだ さい 。 
・ この 製品 は Class 1 レー ザ 製 品 で す 。 改造 や 分 解 は お 止め くだ さい 。 視覚 上 の 障害 を 引き 起こ 
す 恐 れ か あり ます 。 
・ 本 体 の カバー を 開け る と 、 レ ー ザ の 直射 を 受け る こと が あり 危険 で す 。 本 体 の カバ ー に は 注 : 
と し て 、 レ ー ザ コー ショ ンマ ー ク が 貼ら れ て いま す 。 
リチウム 電池 の 交換 は 、 お 客 様 は 行なわ な いで くだ さい 
交換 の 際 は 、 必 ず サ ービス セン ター に ご 連絡 くだ さい 


gi 
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設置 中 


mx 

- 開 梱 ・ 梱 包 な どの 際 は 、 本 体 を 落と さき な いよ うに ご 注意 くだ さい 。 万 一 落と し た 場合 は 、 当 社 
の サー ビス に ご 連絡 くだ さい 。 点検 ・ 修 理 の 必要 が あり ます 

・ 本 体 は 安定 し た 場所 に し っ か り 設 置 し て くだ さい 。 

・ 本 体内 部 の 過度 な 温度 上 昇 を 防ぐ た め 、 通 気 北 を 塞 が な いで くだ さい 

- 電源 コー ド の 上 に は 、 本 体 や 他 の 重い も の を 置か な いで くだ さい 。 破 損し た 電源 コー ド は 火災 
や 履 障 の 原因 と な り ま す 

・ 電源 コー ド は 付属 品 を 使用 し て し っ か り と 接続 し て くだ さい 。 

・ 電源 コー ド は 付属 の 電源 コー ド を ご 使用 くだ さい 


ABE 
電源 コー ド は 安全 アー ス を 含ん で いま す の で 、 必 ず | 32 コ ン パ ー タ 使用 時 4 


アー ス が 接地 され る よう に つない で くだ さい 。 ア ー BEN 


ROBO, REOCKKOMAL ZARNA 


® 
ー ス は 必ず 接地 E 
あり ます 。 A EM ス は 必ず 接地 する こと 
接地 I É 


3.2 コ ン バ ー タ 使用 時 に は 、 ア ー ス 線 を 確実 に 接地 
し て くだ さい 。 


・ 火災 等 の 危険 きけ る た め 、 必 ず 指 定 の ヒュ ー ズ を お 使い くだ さい 。 ヒ ュー ズ 交 換 の と き に は 
必ず AC コ ー ド を 抜い て くだ さい 。( ヒ ュー ズ 定 格 : T 2À L 250 V) 


A 注意 

・ 本 体 は 変圧 器 ・ 電 動機 ・ ス ピー カ な ど 強 い 磯 気 の も の か ら 離 し て くだ さい 。 

・ 強い 外来 ノイ ズ を 受け る と 正しく 動作 し な い 場 合 が あり ます 

・ 湿気 や ほこ り の 多い 場所 に 置か な いで くだ さい 。 

・ 直射 日 光 や 強い 照明 光 が 本 体 に 当たる 場所 や 、 熱 源 の 近く に 本 体 を 置か な いで くだ さい 。 

・ 電源 コー ド や 信号 ケー ブル の 抜き 差し の 際 は 、 コ ー ド で な く 必 ず プ ラグ の 部 分 を 持っ て 行なっ 
て くだ さい 。 コ ー ド が 傷つい て 火災 や 感電 の 原因 と な り ま す 。 

・ コー ド 類 は 人 が 踏ん だ り 引 っ か けた りす る よう な 場所 に 置か な いで くだ さい 。 

・ 本 機 は 振動 の ある 場所 や 塵 赦 の 多い 場所 を 避け 、 水 平 に 設置 し て ご 使用 くだ さい 


操作 中 


AN zs 

・ 規定 の 電源 電圧 以外 で 本 体 を 使用 し な いで くだ さい 。 火 災 や 感電 、 故 障 の 原因 と な り ま す 。 
・ 各 端 子 に 規定 以外 の 電圧 を 印加 し な いで くだ さい 。 

・ ヒュ ー ズ は 必ず 規定 の も の と 交換 し て くだ さい 。 (T2A L250 V) 

。 DEC-11 内 部 の 加熱 を 防ぐ た め 、 フ ィ ル タ 部 を ふさ が な いよ うに し て くだ さい 。 


A 注意 


・ 本 体 を 使用 し な いと き は 必ず 電源 コー ド を 外し て お いて くだ さい 。 
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その 他 の 注意 事項 
本 機 は 精密 に で き て いま す の で 振動 や 衝撃 を 与え な いで くだ さい 。 
・ 本 機 の 計測 は 、 ト ラバ ー ス カウ ント 方 法 を 用 いて いま す 
計測 時 は 、 フ ォ ー カ ス サ ー ボ に より フォ ー カ ス を か け 、 ト ラッ キン グ サ ー ボ を OFF し て 測定 を 
行なっ て いま す の で 、 機 器 に 振動 を 加え る と 計測 結果 が 異常 と た な る こと が あり ます 
設置 する 台 は 、 し っ か り し た も の を 使用 し て 、 本 機 に 振動 が 伝達 し な いよ う ご 注意 くだ さい 。 


フィ ル タ Assy 交 換 上 の 注意 
フィ ル タ Assy 交 換 の 際 は 必ず 指定 の 下記 の も の を ご 使用 くだ さい 
ZR 。 : フィ ル タ Assy 
部 品番 号 : X-4620-281-1 


記載 事項 に 関す る お 知ら せ 

・ この 取扱 説明 書 に 記載 され て いる 内 容 は 、 事 前 に お 知ら せ す る こと な し に 変更 する 場合 が あり 
ます 。 

・ 本 製品 お よび ソフ トウ エア の 仕様 は 、 予 告 な く 変 更 す る こと が あり ます 。 


商標 に つい て 
記載 の 会 社 お よび 商品 名 は 各社 の 商標 また は 登録 商標 で す 。 
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DEC-11 廃 棄 時 の 注意 事項 


DEC-11 は 、 メ モリ バッ クア ッ プ に リチウム 電池 を 1 つ 内 蔵 し て いま す 。 

DEC-11 を 廃棄 する 場合 は 、 リ チ ウ ム 電 池 を 各地 域 の 条例 に し た が っ て 廃棄 し て くだ さい 
[5355] 

電池 の 交換 の 際 は 必ず サー ビス セン ター に ご 連絡 くだ さい 。 

お 客 様 で の 交換 は 行なわ な いで くだ さい 。 


電池 の 取外し 方 
[135] 
NEUE SS EEG 


nl 


1 DEC-11 か ら AC コ ー ド を 抜き ます 。 
Lass 
DEC-11 は レー ザ を 使用 し て いま す の で 、 和 危険 で す 。 

本 体 カ バー を 取外す 前 に 、 必 ず AC コ ー ド を 抜い て くだ さい 。 

2. DEC-11 本 体側 面 の ね じ 8 本 (左右 各 4 本 ずつ ) を 取外し ます 。 

3. DEC-11 の 本 体 カ バー を 外し ます 

4. 本 体内 部 の 上 側 の 基板 を 取付 け て いる ね じ 5 本 を 取外し ます 。 


ーー 


基板 


5. 基板 を 外し ます 
シー ケン サ の 電池 カバ ー の ね じ (1 箇 所 ) を 緩め ます 。 
7. 電池 カバ パー を 取外し ます 


e 


シー ケン サ x 


8. 電池 を 取外し ます 。 取 外す 際 、 コ ネ ク タ は 外し て くだ さい 


リチウム イオ ン 電 池 は 、 リ サイ クル で (XY, 
きま す 。 不 要 に な っ た リチウム イオ ン 

電池 は 、 金 属 部 に セロ ハン テー プ な ど GY 
の 絶縁 テー プ を 貼っ て 、 充 電 式 電池 リ pe 
サイ クル 協力 店 へ お 持ち くだ さい Li-ion 


充電 式 電池 の 回 収 ・ リ サイ クル お よび リサ イク ル 協 力 店 に 関 
する 問合せ 先 : 社団 法人 電池 工業 会 TEL:03-34340261 
ホー ムペ ー ジ : http://www.baj.orjp T 


Au 
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1. は じ め に 


1-1. 概略 


"DVD 偏心 チェ ッ カ ー” は 、 デ ィ ス ク 生 産 現場 で の 品質 管理 上 、 
易 に 測定 で きる 検査 機 で す 


H 要 な 偏心 計測 を 短 時 間 か つ 容 


Irch 


当社 で は 、 正 確 で 安定 し た 計測 結果 が 得 ら れる よう 、 ス ピン ドル モー タ を は じ め と する 主要 部 品 
を 、 こ の 検査 機 の た め に 開発 し まし た 


本 機 で 計測 で きる DVD ディ スク は 以下 の も る の の み で す 
・ DVD-ROM 
+ DVD-VIDEO デ ィ ス ク (12 cm、8 cm)、 貼 り 合 わせ 前 の 単 板 デ ィ ス ク (反射 膜 あり ) 


レー ザ 放 射 レ ベル 

レー ザ は 、 オ プティ カル ユニ ッ ト の 対物 レン ズ を 通し て 放射 され ます 。 

放射 発散 角度 、 レ ンズ の 作動 距離 、 レ ー ザ 放射 の 最大 出力 は 、 下 表 の 通り で す 。 レ ー ザ ダイ オー 
ば か ら の 放射 は 、 ロ ー デ ィング され る オプ ティ カル ディ スク また は その 他 の プレ ー ト に よっ て さき 
え ぎ られ ます 。 こ の 装置 の 放射 レベ ル は 、Class 1 と し て 分 類 さ れ ま す 。 


放射 発 淫 角度 PPY レー ザ 放 射 の 最大 出力 
73.7 度 1.8mm 350 UW | 
1-2. 主 を 特長 


専用 設計 の スピ ンド ル モ ー タ 

従来 、 偏 心 計測 は 光学 顎 微 鏡 、 ま た は DVD 検査 機 を 用 いて 行なう の が 一 般 的 で し た 。 し か し 、 光 
学 頭 微 鏡 に よる 計測 は 、 計 測 に 時 間 が か か る うえ 計測 者 に よる 誤差 が あり 、 ま た 、DVD 検 査 機 に 
よる 計測 は 、 多 項目 の うち の 一 つの た め 、 デ ー タ の 再現 性 が 不 十 分 な こと が あり まし た 。 

そこ で 当社 で は 、 あ ら た に DVD の 生産 現場 で の 使用 キタ ー ゲ ッ ト と し た 、 計 測 専用 の スピ ンド ル 
モー タ を 開発 し 、 偏 心 の 少な い 高 精度 、 高 信頼 性 な 計測 機 を リー ズ ナ ブル な 価格 で 実現 し まし 
た 。 


クイ ッ ク 測 定 

DVD デ ィ ス ク の 偏心 を 短 時 間 で 測定 し ます 。 

約 10 秒 で 偏心 を 計測 し 、 フ ロン トバ パネ ル の ディ スプ レイ に 表示 し ます 。( デ ィ ス クト レイ OPEN / 
CLOSE 時 間 は 含み ませ ん 。) 


高 精度 測定 
高 精度 ス え ビ ピン ドル モー タ を 採用 し 、 信 頼 性 の 高い 計測 結果 を 得る こと が で きま す 。 


小型 設 ョ 

幅 210 mm、 高 さ 176 mm、 奥 行き 435 mm で 重 さ 約 11 kg、 設 置場 所 を 配慮 し た コン パク ト 設 計 で 
3. 

容易 な 操作 性 


本 機 の 計測 ボタ ン を 押す たけ で 、 容 易 に 正確 な デー タ 計 測 を 行なう こと が で きま す 


OK/NG 判 定 
任意 の LIMIT 値 が 設定 で きま す の で 、 計 測 結果 の OK/NG 判 定 が 可能 で す 
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1-3. シス テム 構成 


本 機 単体 で 使用 する こと が で きま す 。 


1-4. 計測 内 容 


偏心 (Eccentricity) 
ディ スク セン ター (スピ ンド ル モ ー タ 中 心 ) か ら の 偏心 成分 を 測定 し ます 。 
レイ ヤー ご と 独立 し た 計測 を 行ない ます 。 


DEC-11 の 偏心 計測 方 法 (半径 方 向 ト ラッ ク 振 れ = 偏心 ) 

偏心 と は 、 ス ピン ドル モー タ 軸 セン ター と ディ スク の トラ ッ ク 心 セン ター の 距離 の こと で す 
トラ ッ ク の 振れ に は 、 回 転 に 同期 し た ゆっ くり し た も る の か ら 回 転 よ り も 早い 細か な 振れ まで 様々 
あり ます が 、 偏 心 の 場合 は 回 転 に 同期 し た ゆっ くり と し た 振れ の 方 に な り ま す 。 

DEC-11 で は 、 こ の 振れ の 量 (振れ 幅 ) を 、OfETrack 計 測 に よっ て 計測 し ます 。 

OfETrack 計 測 は 、 レ ー ザ ビー ム を スピ ンド ル モ ー タ 軸 セ ンタ ー か ら 25 mm の 位置 に 固定 し 、 ト 
ラッ キン グ サ ー ボ を OFF に し た 状態 で ディ スク を 回 転 さ せ 、MIRROR (トラ バー ス 信 号 ) を 使っ 
て ディ スク 1 周 の 間 に 横切る トラ ッ ク の 数 を カウ ント する 計測 方 法 で す 。 


IRC 


REY FER TAN トラ ッ ク 心 セン ター 
EM 41 ンタ ー E ^ 

ç (トラ ッ ク 中 心 ) 
(回 転 の 中 心 ) 


図 の よう に トラ ッ ク は 1 回 転 の 間 に 偏心 量 の 倍 振れ て 、 ま た 元 の 位置 に 戻り ます 。 ビ ー ム は 偏心 
量 の 倍 に 相当 する トラ ッ ク を 往復 する こと に な り ま す 。 
し た が っ て 、 こ の 間 に カ ウン ト し た MIRROR (トラ バー ス 信 号 ) の 数 (レー ザー の 上 を 横切っ た ト 
ラッ ク の 数 ) の 1/4 に Track Pitch の 長 さ を 掛け る こと に よっ て 偏心 を 求め る こと が で きま す 。 
DEC-11 で は 10 回 転 分 を 計測 し 、 平 均 を 出し て 偏心 量 の 値 を 計測 回 路 へ 出力 する 方 法 を と っ て い 
ます 。 デ ィ ス ク 1 回 転 当 た り の MIRROR (トラ バー ス 信 号 ) 数 の カウ ント は 、 計 測 回 路 の 高速 カウ 
ンタ で 行ない 、10 回 転 分 を 下記 式 で 計算 し て 偏心 の 値 を 算出 し て いま す 。 

偏心 n 10 回転 分 の MIRROR の 数 ) /40 x 0.74 um (TP) 
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2. 各部 の 名 称 と 働き 


2-1. フロ ント パネ ル 


O ディ スク トレ イ 
(8 EJECT ボ タン 
(8 POWERH ボ タン 


@ LED 
LED2 


LED3 
LED4 


O (f — (st) 


O [=] キー (S2) 


O P]&t- (D1) 


©® 
t 
+ 

l 
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: 計測 する ディ スク を この トレ イ に セッ ト し ます 。 
: ディ スク トレ イ を Open/Close す る と き に 、 こ の ボタ ン を 押し ます 。 
: 電源 を ON/OFF す る と き に 、 こ の ボタ ン を 押し ます 。 


: 電源 が 入っ て いる 間 は 常に 点灯 し て いま す 。 
: 計測 が で きる 状態 の 時 の み 点 灯 し て いま す 。 こ の LED が 点灯 し て いな 


mi 


いと 、 計 測 は で きま せん 。 


: 計測 前 も し く は 計測 後に 点灯 し て いま す 。 こ の LED が 消灯 し て いる と 


き は 、 計 測 中 で す 。 


: 機能 し ませ ん 。 


: シ ング ルレ イヤ ー デ ィ ス ク の 計測 時 に 、 こ の キー を 押し ます 。 


LIMTT 値 を 設定 し た 場合 は 、 LIMIT SET 1 の 設定 に あわ せ た 計 測 を する 
と き に 、 こ の キー を 押し ます 。 


: LIMTT 値 を 設定 し た シン グル レイ ヤー ディ スク の 計測 時 に 、 こ の キー を 


押し ます 。 こ の キー を 押す と 、LIMIT SET 2 の 設定 に あわ せ た 計 測 を 開 
始 し ます 。 


: デュ アル レイ ヤー ディ スク の 計測 放 に 、 こ の キー を 押し ます 。 


LIMTT 値 を 設定 し た 場合 は 、LIMITSET 1 の 設定 に あわ せ た 計 測 を する 
と き に 、 こ の キー を 押し ます 。 


: LIMTT 値 を 設定 し た デュ アル レイ ヤー ディ スク の 計測 時 に 、 こ の キー を 


押し ます 。 こ の キー を 押す と 、IIMITSET2 の 設定 に あわ せ た 計 測 を 開 
始 し ます 。 


: 機能 し ませ ん 。 


・ LIMIT 値 設定 時 、 項 目 を 決定 する と き に 、 こ の キー を 押し ます 。 


^. LIMTT 値 設定 時 、LIMTT 値 の 手 を 選択 する と き に 、 こ の キー を 押し 


ます 


・ 画面 を 切替 える と き に 、 こ の キー を 押し ます 


“+ LIMTT 値 設定 時 、 項 目 を 選択 する と き に 、 こ の キー を 押し ます 


・ LIMTT 値 設定 時 、LIMTT 値 の 数 値 を 選択 する と き に 、 こ の キー を 押 
し ます 。 

・ LIMIT 値 設定 画面 に 入る と き に 、 こ の キー を 2 秒 以上 押し ます 

・ LIMTT 値 設定 を 中 断 す る と き に 、 こ の キー を 押し ます 。 (2 秒 未満 ) 

・ LIMIT 値 設定 を 確定 する と き に 、 こ の キー を 2 秒 以 上 押し ます 。 


(J) 2-1 


2-2. リア パネ ル 


(D フィ ル タ Assy : 


KEE 


O ヒュ ー ズ 


@ ACT» 


®© RS-232C 端 子 : 
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DEC-11 内 部 を 冷却 する た め の 空 気 の 取 り 入 れ 口 で す - 

フィ ル タ は DEC-11 内 部 へ の 鹿 垢 の 進入 を 防ぎ ます 

DEC-11 内 部 の 加熱 を 防ぐ た を た め 、 フ ィ ル タ 部 を ふさ が な いよ うに し 
て くだ さい 。 


: 設置 端子 で す 。 信 号 ラ イン の アー ス 側 お よび 筐 体 と 同 電 位 に な っ て いま す 。 


: AC 電 源 系 保護 の た め の ヒ ュー ズ で す 。 


必ず 指定 の ヒュ ー ズ を 使用 し て くだ さい 。 

(ヒュ ー ズ 定格 :T2A L 250 V) 

ヒビ ュー ズ を 交換 する 際 は 、 必 ず A C コー ド を 抜い て か ら 交 換 し て く 
だ さい 。 


: 外部 AC 電 源 を DEC-11 に 供給 する と き に 使い ます 


付属 の AC 電 源 コー ド を 接続 し て くだ さい 。 
必ず 指定 彼 囲 内 の 電圧 を 供給 し て くだ さい 。 


外部 か ら PC で 本 機 を コン トロ ー ル させ る 端子 で す 。 
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3. 取扱 方 法 


3-1. 計測 準備 


3-1-1. 設置 


本 機 の 計測 は 、 ト ラバ ー ス カウ ント 方 法 を 用 いて いま す 。 

計 潮 時 は 、 フ ォ ー カ ス サ ー ボ に より フォ ー カ ス を か け 、 ト ラッ キン グ サ ー ボ を OFF し て 測定 を 行 
な っ て いま す の で 、 機 器 に 振動 を 加え る と 計測 結果 が 異常 と な る こと が あり ます 。 
設置 する 台 は 、 し っ か り し た も の を 使用 し て 、 本 機 に 振動 が 伝達 し な いよ う ご 注 意 く だ さい 。 


3-1-2. 接続 


背面 パネ ル 


AC コ ー ド 
必ず 付属 の AC コ ー ド を ご 使用 くだ さい 。 
(安全 アー ス も 必ず ご 使用 くだ さい 。) 
指定 の 電圧 範囲 内 で ご 使用 4 だ さい 。 
必ず 安全 アー ス を ご 使用 くだ さい 。 


交流 ヒュ ー ズ 
この ヒュ ー ズ は 内 部 の 電源 シス テム を 保護 し ます 。 


火災 等 の 危険 を さき ける た め 、 必 ず 指定 の ヒュ ー ズ を お 使い くだ さい 。 
ヒュ ー ズ 交換 の と き に は 必ず AC コ ー ド を 抜い て くだ さい 。 
(ヒュ ー ズ 定格 :T2AL250 V) 


"In 


TIED POWERS 4 ン を ON する 前 に 、 必 ず AC コ ー ド が 正しく 接続 さき され て いる こと を 、 
ご 確認 くだ さい 。 
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3-1-3. 本 体 の 立ち 上 げ 


POWER ボ タン を 押し ます 。 電 源 が 入り ます 。 
表示 管 に "Initializing が 表示 され ます 。 
LED1 と LED3 が 点灯 し 、 表 示 管 に “Wait!” が 表示 され ます 。 


WM 
[ajaja 


LED2 が 点灯 し 、 表 示 管 に は “No Disc” と 表示 され ます 。 

・ LED2 が 消灯 し て いる と き は 、 計 測 が で きま せん 。 

・ あら か じ め DVD デ ィ ス ク が 入っ て いる 場合 は 、 表 示 管 に は "STAND BY..OK" と 表示 さ 
れ ま す 。 


No Disc | 


Eg (e) E) 
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3-1-4. ディ スク の セッ ト 

ディ スク の セッ ト 手 順 

1 本 体 に 電源 を 入れ た 後 、 ETECT ボ タン を 押し ます 。 
ディ スク トレ イ が Open し ます 。 
RPE Wail” と 表示 され ます 。 


2 計測 する DVD ディ スク を 、 デ ィ ス クト レイ 上 の 突起 部 (3 箇所 ) 内 側 に 入る よう に し て 、 デ ィ 
スク トレ イ に の せま す 。 


3 EJECT ポ タン を 押し ます 。 
ディ スク トレ イ が 、Close し ます 。 
表示 管 に "STAND BY.…OK"” と 表示 され ます 。 
必ず EJECT ボ タン を 押し て 、 デ ィ ス クト レイ を 本 体内 に 戻し て くだ さい 。 
ディ スク トレ イ 自 体 を 押し て 戻 そ うと する と 、 ト レイ が 本 体内 に 納まり ませ ん 。 


[Eccentricity] 
STAND BY OK 
3 EH g Geen oom 


el F2 | | ms 
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3-2. 計測 
表示 管 画面 に つい て 


A 


/[Y] キ ー を 押す こと に より 、 


画面 を 切 


能 で す 。 


LIMIT 値 設定 (3-2-1 参 照 ) を 行なわ な い 場 合 、 


計測 に 必要 な 画面 に 切替 える こと が で きま す 


替え る こと に より 、 ソ フト ウェ アバ パ バージョン や メン テ ナ ン ス モー ド を 確認 する こと も 可 


計測 の た め の 画 面 切替 え は 必要 あり ませ ん . 


EIBIEIEIE 


—— LIMIT SET | —— 
S= 310 ym 


le 15% zm 
L= m 


LIMIT SET 2 2mm 
i I4 om 
ali m um 
1 5) Am 


DEC- 
Version 3.0 Build 1 
Sony Precision 

Technology Inc. 


メン テ ナ ン ス モー ド 画 面 


シス テム の トー タル 
通電 時 間 表 示 


NCE —— 
0.90 hou 
3 cnt 


ソフ トウ ェ ア バ ー ジ ョ ン 表 示 画 面 


ディ スク トレ イ EJECT 回 数 表示 
(OPEN-CLOSE で 1 カウ ント ) 


トウ ェ ア バ ー ジ ョ ン 表 示 
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3-2-1. LIMIT 値 設定 


DEC-11 で 6 = ao 時 に LIMIT 値 を 設定 する こと が 可能 で す 。 

この 設定 に 、 計 測 時 に OK/NG の 判定 を 行ない ます 。 

LIMITE: Se EE スク 、 デ ュ ア ルレ イヤ ー デ ィ ス ク 、 そ れ ぞ れ 2 パ ター ン ず つ 
設定 する こと が で きま す 。 

用 途 に より 、 "LIMITSET1', “LIMIT SET 2" を 使い 分 け て くだ さい 。 


設定 し た LIMIT 値 は 、 電 源 を 切っ て も 消え る こと は あり ませ ん 。 次 の 値 を 設定 する まで 有効 で 


す 。 
LIMTT 値 は 、 工 場 出荷 時 は 全て 50 um に 設定 され て いま す 。 


・ LIMIT 値 の 設定 は 、 計 測 を 行なう 前 に 行なっ て くだ さい 。 
+ LIMIT 値 を 設定 する 必要 が な い 場 合 、 こ の 設定 は 行ない ませ ん 。 


LIMIT 値 の 設定 手順 


1 
2 


[『] キ ー を 押し て 、 LIMIT SET 1 (も し く は “LIMITSET2" ) 画面 に 切替 えま す 。 


E 


キー を 2 秒 以上 押し 続け ます 。 
ERO “Sum” PAM L ET, 


D 


3 [|*] キ ー ま た は [Y ] キ ー を 押し て 、 設 定 する 項目 を 選択 し ます 。 
点 減 し て いる 項目 が 、 選 択 さ れ て いる 項目 で す 。 


IS 


NI 

235 Va “ad HE II ee a 
id m= Pe — FB 
SZ a ARIS 川 「 テ ュ ァ ルレ イィ ヤー 用 (LD 


olojajcı g 


に 
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4 [ご] キー を 押し ます 。 
項目 が 決定 され 、 選 択 し た 項目 の み の 画面 に 切替 わり ます 


5 画面 切替 わり 後 、[ で ] キ ー を 押す ご と に 、 点 滅 し て いる 数 値 の 下 の 数 字 が 1 一 10 一 100 一 1000 
っ 10000 一 1 と 切替 わり ます 。 こ の 数 字 は 、 桁 数 を 表し て いま す 。 
[ ゞ *」 キ ー を 押し て 、 設 定 を する 桁 を 表示 させ ます 。 


6 [^] キ ー ま た は [Y] キ ー を 押し て 、 手 順 5 の 桁 上 の 数 値 を 表示 させ ます 。 


数 値 は 1、2・・・9、0 ま で いく と 、 左 隣 の 桁 の 数 値 ボ ー つ 上 が り ま す 。 
同様 に 、・・2、1、0、9・・ に な る と き は 左 隣 の 桁 の 数 値 が ー つ 下がり ます 。 
ES EEO, 


7 他 の 桁 の 設定 を 行なう 場合 、 手 順 5、6 を 繰返し ます 。 


8 LIMIT 値 の 入力 が 終了 し た ら 、[@] キ ー を 2 秒 以 上 押し ます 。 
設定 が 完了 し ます 。 
2 秒 以上 [@] キ ー を 押さ な いと 、 新 し い 設 定 は 完了 せ ず に 、 元 の 設定 に 戻り ます 
設定 を 完了 させ る と き は 、 必 ず 2 秒 以上 押し て くだ さい 。 


9 他 の 項目 の LIMIT 値 の 設定 を 行なう 場合 、 手 順 1 か ら 繰 返し ます 。 
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3-2-2. ディ スク の 計測 


注意 

・ シン グル レイ ヤー ディ スク を 計測 する 場合 は 、 シ ング ル 計 測 用 キー (F1/F2) を 押し て くだ さ 
la 

・ デュ アル レイ ヤー ディ スク を 計測 する 場合 は 、 デ ュ ア ル 計 測 用 キー (F3/F4) を 押し て くだ さ 
い 。 


ディ スク に あっ た 計測 を 行なわ な いと 、 正 常に 計測 で き な い こと が あり ます 。 


LIMIT 値 の 設定 が 必要 な 場合 は 、 計 測 の 前 に 行なっ て くだ さい 。(32-1 参 照 ) 

工場 出荷 時 は 、LIMIT SET 1、LIMIT SET 2 と も に 、 す べ て 50 nm に 設定 され て いま す 。 
[E] (SD) 一 =] (D2) キー は 、LIMIT 値 の 設定 と 次 の よう に 対応 し て いま す 。 

計測 する ディ スク に あっ た 計測 を 行ない ます 。 


シン グル レイ ヤー ディ スク の 計測 
[キー ($1 > LIMITSET1 
rz] キー (S2) LIMITSET2 


デュ アル レイ ヤー ディ スク の 計測 
[mj キー (Dl) LIMIT SET 1 
mj キー (D2)> LIMITSET2 


LIMIT 値 の 設定 を 行なっ て いな い 場 合 は 、 [本] キー (S1) また は [ 吾 ] キ ー (DD の み の 操 作 と な り 
まず 。 


[シン グル レイ ヤー ディ スク の 計測 


1 表示 管 に "STAND BY...OK” と 表示 され て いる こと を 確認 し ます 。 
表示 され て いな い 場 合 、 デ ィ ス ク を セッ ト す る か 、[ 4 ] キ ー、[*] キ ー の 操作 で 、 画 面 を 切替 
RET. 


2 F+- (SD を 押し ます 。 
計測 が 開始 し ます 。 
LED3 が 消灯 し ます 。 
計測 中 は 、 フ ロン ト パ ネ ル の 各 キ ー に は 触れ な いで くだ さい 。 


= r3 
2 3 


] 


$1 Measuring 
OGGE 


計測 終了 後 、LED3 が 点灯 し ます 
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3 画面 を 確認 し ます 。 
信心 の 値 が 表示 され て いま す 
OK! ....... LIMIT SET 1 で 設定 し た LIMTT 値 内 に 入っ て ます 。 


画面 表示 は 赤色 に な り ま す 


= = 
2 3 


[Eccentricity] 


| As 
OK! É , AM 


SI 


E J E Tre) Tel 


(elt — (S2) HANA, EDF (81) の 計測 方 法 と 同様 で す 。 た だ 
OK/NG 判 定 に な り ま す 。 


し 、LIMIT SET 2 に 対応 し た 


さら に 別 の ディ スク を 計測 する 場合 、EIECT ボ タン で 計測 済み の ディ スク を 取出 し ます 。 以 降 、 


ディ スク セッ ト か ら の 手順 に 従っ て くだ さい 


[デュ アル レイ ヤー ディ スク の 計測 ] 


1 表示 管 に "STAND BY.OK" と 表示 され て いる こと を 確認 し ます 。 


表示 され て いな い 場 合 、 デ ィ ス ク を セッ ト す る か 、[ ょ ] キ ー、 


マ ] キ ー の 操作 で 、 画 面 を 切替 


え を ます 。 


2 [=] キ ー (DI を 押し ます 。 
計測 が 開始 し ます 。 
LED3 が 消灯 し ます 。 


計測 中 は 、 フ ロン ト パ ネ ル の 各 キ ー に は 触れ な いで くだ さい 。 


3 IE ] D 


DI Measuring 


aaa 


回 回 IEIEI 旧 


= 


計測 終了 後 、LED3 が 点灯 し ます 。 
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3 画面 を 確認 し ます 。 
各 レ イヤ ー の 偏心 の 値 が 表示 され て いま す 
OK! ....... LIMIT SET 1 で 設定 し た LIMIT 値 内 に 入っ て ます 。 
NG! ....... LIMIT SET 1 で 設定 し た LIMTIT 値 内 に 入っ て いま せん 。 画面 表示 は 赤色 に な り ま す 。 


= 


[mj キ ー (D2) att. [e] — (DD の 計測 方 法 と 同様 で す 。 た だ し 、LIMIT SET 2 に 対応 し た 
OK/NG 判 定 に な り ま す 。 


さら に 別 の ディ スク を 計測 する 場合 、EJECT ボ タン を 押し て 計測 済み の ディ スク を 取出 し ます 。 
以降 、 デ ィ ス クセ ッ ト か ら の 手順 に 従っ て くだ さい 。 


3-3. 計測 終了 


計測 が 終了 し た ら 、EJECT ボ タン を 押し て ディ スク を 取出 し ます 。 
POWER ボ タン を 押し て 、 電 源 を OFF し ます 。 
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3-4. RS-232C に よる コン トロ ー ル 


DEC-11 の リア パネ ル に ある COM (RS-232C 端 子 D-sub 9pin) は 、RS-232C に 準拠 し た 信号 フォ ー 
マッ ト に な っ て いま す 

RS-232C ケ ー ブ ル (市 販 ) を 接続 する こと に よっ て 、 ホ スト コン ピュ ー タ か ら の コン トロ ー ル を 行 
な うこ と が で きま す 。 


+ DEC-11 と PC 間 に 9pin メ ス 型 の RS-232C ケ ー ブ ル (クロ スケ ー ブ ル ) を 接続 し て くだ さい 
・ RS-232C に よる コン トロ ー ル を 行なう 場合 、 必 ず OS は 日 本 語 版 も し く は 英語 版 を ご 使用 くだ さ 
い 。 そ れ 以 外 の 0S は 使用 し な いで くだ さい 


イン ター フェ ー ス 仕様 

PC の ボー ト 設 定 は 以下 の 設定 に し て くだ さい 。 
Së st ze ] : 9600 bps 

パリ ティ ー : 偶数 

スト ッ プ ビッ ト :1 ビ ッ ト 

デー タビ ッ ト :8 ビ ッ ト 

フロ ー 制 御 : な し 


コネ クタ ビン アサ イン 
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3-5. 偏心 テス トディ スク (付属 品 ) に つい て 


偏心 テス トディ スク は 、DEC-11 の 計測 が 正常 に 行なわ れ て いる か どう か を 確認 する た め の 付 属 
品 で す 。 


計測 結果 に 異常 が 生じ た と き に 、 こ の 偏心 テス トディ スク で DEC-11 の 状態 を 確認 する こと が で 


きま す 。 
DEC-11 出 荷 時 は 、 偏 心 テ スト ディ スク (付属 品 ) を 計測 し 、 確 認 し て いま す 


3-5-1. 確認 方 法 


1 偏心 テス トディ スク を [ 束 ] キ ー ま た は [ 豆 ] キ ー で 計測 し ます 。 


2 計測 後 デ ィ ス クト レイ を 開け 、 デ ィ ス ク の 角度 を 45* 変え て 再度 測定 し ます 。 


3 手順 2 を 8 回 繰り 返し て デー タ を と り ま す 。 
8 回 繰り 返す こと に より 、 デ ィ ス ク 1 周 分 の デー タ を と る こと が で きま す 


4 手順 3 の 8 回 の 測定 値 か ら 、 最大 値 - 最 小 値 を 求め ます 。 


手順 1 一 4 を 何 回 か くり 返し 、 和 常に 最大 値 最 小 値 が 8 um を 超え た 場合 、DEC-11 が 故障 し て いる 
可能 性 が あり ます の で 、 サ ービス まで ご 連絡 くだ さい 。 
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4. 定期 メン テ ナ ン ス 


フィ ル タ Ass'y の 交換 
作業 は 、 必 ず 電 源 ス イッ チ を 切り 、 本 体 か ら 電 源 コ ネ ク タ を 抜い て 行なっ て くだ さい 。 
交換 時 期 は 使用 環境 に より 左右 され ます が 、 概 ね 1 年 に 1 回 必要 と な り ま す 。 
交換 用 フィ ル タ Ass'y 
品名 : フィル タ Ass'y 
部 品番 号 :X-4620.281-1 


4-1. リア パネ ル の フィ ル タ Assy の 交換 


1 リア パネ ル に つい て いる フィ ル タ Ass'y を 、 右 側 中 央 の ツメ を 押さ えな が ら 、 手 前 側 に 外し ま 
す 。 


2 リア パネ ル に ある 冷却 ファ ン 部 の 、A で 示す 満 の 部 分 に 新しい フィ ル タ Ass'y の 左 梓 を は め 込 
AÑ, B. C. D 部 に フィ ル タ Assy の 右 ツ メ の 位置 を 合わ せま す 。 


| 
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3 ヵ チ ッ と いう 音 が する まで フィ ル タ Assy を 押し 込み ます 


A フィ ル タ Ass'y を 手 で 引っ 張っ て 、 フ ィ ル タ Assy が 脱落 し な いこ と を 確認 し ます 。 


4-2. 電池 の 交換 


DEC-11 は 、 メ モリ バッ クア ッ プ 用 に リチウム 電池 を 1 つ 内 蔵 し て いま す 。 
リチウム 電池 の 交換 は 、5 年 に 1 回 必要 と な り ま す . 

交換 の 際 は 、 サ ービス セン ター に ご 連絡 くだ さい 。 

DEC-11 は レー ザ を 使用 し て いま す の で 、 和 危険 で す 。 

電池 の 交換 の 際 は 必ず サー ビス セン ター に ご 連絡 くだ さい 。 

お 客 様 で の 交換 は 行なわ な いで くだ さい 。 
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5. トラ ブル イン フォ メー ショ ン 


5-1. エラ ー 表 示 


エラ ー 内 容 : Focus エ ラー 


表示 画面 : 表示 部 の 計測 結果 欄 に が 表示 され ます 。 


Ll= 
Sl 2 DI D2 


ーー 
| Fi J Í F2 J [ F3 | | F4 | "e 


対処 方 法 


も う 一 度 計測 し て くだ さい 

同様 に が 表示 され る と き は 、 デ ィ ス ク の セン ター か ら 25 mm 付近 に 傷 、 汚 れ な ど が な いか 
確認 し て くだ さい 。 

本 機 で は 、 デ ィ ス ク の セン ター か ら 25 mm 付近 を 計測 し て いま す 。 


付属 品 の 偏心 テス トディ スク を 計測 し 、 正 常に 計測 で きる か ご 確認 くだ さい 。 
偏心 テス トディ スク で も Focus エ ラー が 出る 場合 は 、 サ ービス セン ター に ご 連絡 くだ さい 。 


エラ ー 内 容 : 計測 する ディ スク が 計測 範囲 150 um を 超え た 場合 の エラ ー 
表示 画面 : 表示 部 の 計測 結果 欄 に OVER が 表示 され ます 。 


= 
j 回 
SCC 
OK! L0- 40 um 
Ll= 
SI 2 D 


D2 
FA | F [= | | Fa || 


対処 方 法 


計測 する ディ スク が 計測 範囲 150 um を 超え た 場合 は 、 計 測 不可 能 で す 


偏 必 テ ケス トディ スク で も OVER 表示 が 出る 場合 は 、、 サ ービス セン ター に ご 連絡 くだ さい 。 
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6. 仕様 


6-1. 一 般 的 な 仕様 


計測 範囲 
分 解 能 
計測 時 間 


DEEEH, Egal 


消費 電力 
使用 温度 範囲 
動作 温度 範囲 
保存 温度 範囲 
相対 湿度 
外形 寸法 
質量 
使用 姿勢 
使用 最高 高度 
設置 カテ ゴリ 
汚染 度 

環境 条件 


6-2. 付属 品 
AC コ ー ド 

取扱 説明 書 
偏心 テス トディ スク 
変換 コネ クタ Gu 
6-3. 安全 規格 
UL 規格 

FCC 規 格 
DHHS 規 格 

IC 規 格 

欧州 指令 


欧州 低 電圧 指令 
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0 一 150 um (Eccentricity) 
lum 

レイ ヤー あたり 約 10 秒 (トレイ OPEN/CLOSE 時 間 含 まず 。 

ディ スク 上 の フォ ー カ ス 状 況 が 悪化 し た 場合 、 リ トラ イ 動 作 に よ 
り 計 測 時 間 が 長く な る こと が あり ます 。 リ トラ イ 回 数 は 、 最 大 で 
2 回 で す 。) 

AC 100 V—240 V, 50/60 Hz (定格 ) 
AC 90 V—240 V, 50/60 Hz (許容 範囲 ) 


35 W 

22 °C—24 °C 

10 °C—30 °C 

ー10 °C—50 °C (結露 な きこ と ) 

30 %-70% 

210 (W) x 176 (H) x 435 (D) (突起 部 含ま ず ) 
11 kg 

水平 


2000 m (SES Z 2) 
II (Local level) 

2 

室内 使用 専用 


Ro pl rä 


UL3101-1 (検査 ・ 試 験 機器 ) 

CSA C22.2 No1010.1 (検査 ・ 試 験 機器 ) 
FCC Part 15 Subpart B Class A 

CFR21 1040.10 (Class 1 Laser Product) 
IC/SQR-0001 Class A Digital Apparatus 
EN 55011 GP 1 Class A/EN 

EN 61000-6-2 

EN 61010-1 

EN 60825-1 (Laser Class 1 Product) 
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Precautions 


This manual uses the following indications: 


ZN WARNING 


Indicates a potentially hazardous situation which. if not avoided, may result in serious injury or death. 


IN CAUTION 


Indicates a potentially hazardous situation which. if not avoided, may result in minor or moderate injury 
and/or property damage. 


Indicates a point that should be noted or some additional information. 


Important 

For safety reasons, please read and understand the following descriptions before use. 

If there is any abnormal phenomena during installation or operation, disconnect the power cord and contact 
your Sony service person immediately. It is dangerous to use the unit if it is not operating normally. 


General 


IN WARNING 

* Do not insert your hand or foreign objects into the disc drive. This could cause a breakdown. Also, be 
careful that dust does not get inside the drive. This could cause a fire. 

* Follow the prescribed procedures when operating this product. Mistaken operation can not only lead to a 
breakdown, but also result in an injury, fire, or electrical shock. 

* To prevent injury and electrical shock, the peripheral devices should be unplugged before making con- 
nections. 

* Before turning on the power, always check that the power cable is not loose and that no dust has collected 
on the connections. 
A fire could result if the power cable is loose and dust collects on the connections. 

* Removing the covers may expose you danger. 

* Do not place any liquids on the top of the unit. 

* Should any object or liquid fall into the unit, turn the power OFF and unplug the unit and call your Sony 
service person to check it before using again. 

* Clean the unit by wiping it with a dry cloth. 

* When you move the unit, observe the following instructions for safety. 
Stand in front of its front panel or rear panel, insert both your hands deep under it and then lift it close to 
you. 
When the unit is placed at a low position, first squat down before lifting it. 

* This product is a Class 1 laser product. Don't modify or disassemble. It will cause optical hazards. 

* Lasercaution mark is on the top cover. DANGER — INVISIBLE LASER RADIATION WHEN OPEN, 
AVOID DIRECT EXPOSURE TO BEAM! 

* The user should not perform replacement of the lithium battery. 
When time for replacement arrives, please contact your Sony service representative. 


DEC-11 


(E) 1 


Installation 


A WARNING 


Be careful never to drop the unit when handling, unboxed or boxed. If the unit is dropped, turn the power 
OFF and unplug the unit and call your Sony service person to check it before using again. 

* Be sure that the unit is firmly positioned on its supporting surface. The unit cause an injury if it falls or 
dropped. 

・ To allow adequate air circulation, do not block the ventilation of the unit. 

・ Do not place the unit or other heavy objects on the power cord. If damaged, the cord may cause fire or 
electric shock. 

+ Be sure that the attached AC power cord is firmly connected. There is a protective ground wire in attached 
AC power cord. 

* Use the supplied power cord. 


A\Warning 
The POWER cord contains a safety earth ground. Make 


" š Make sure to ground 
sure to connect this earth ground. Failure to do so may 9 


the POWER cord firmly. 
result in electric shock or fire. Bop ou Gia: 
ari 


+ For continued protection against risk of fire, replace only with fuse of the specified type and current 
ratings. Be sure to disconnect the AC power cord when replacing the fuse. (Fuse rating: T2A L 250 V) 


IN CAUTION 

* Keeping the unit away from strong magnetic fields such as high voltage transformers, speakers, and 
electric motors. 

・ When receives strong outer noises, the unit may operate improperly. 

* Do not locate the unit in a dusty, hot or humid place. 

・ Donot place the unit in a location exposed to direct sunlight or a strong light source, or near a heat source. 

+ To disconnect the power cord or signal cable, always pull it by the plug. Pulling wire may cause it to be 
damaged resulting fire or electric shock. 

+ Keep the power cord or signal cable away from where people might step on it or trip over it. 

・ Install the unit horizontally, avoiding locations subject to large amounts of vibration. 


Operation 


AN WARNING 


Be sure operate the unit only with the specified power supply. Use of an incorrect voltage will cause 
severe damage.. 

* Besure to input to the unit only the specified signal voltage. 

・ Replace only with specified type and rated fuse. (T 2A L 250 V) 

* To prevent heat from building up inside the DEC-11, do not block the filter portion. 

IN CAUTION 


< Disconnect the power cord from the unit if it is not in use. 
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Other Notes 

* This is a precision machine, so do not shake it or jar it. 

* The DEC-11 performs measurement using the traverse count method. 
During measurement, focus is applied by the focus servo, and the tracking servo is off. Therefore, vibra- 
tion applied to the unit may result in abnormal measurement results. 
A sturdy table should be used for installation, and care should be taken so that vibrations are not con- 
veyed to the unit. 


Notes on replacing the filter assembly 

When replacing the filter assembly, be sure to use the designated filter assembly listed below. 
Product : Filter assembly 
Product number :X-4620-281-1 


Notes on the descriptions in this manual 
* The contents of this manual are subject to change without prior notice. 
・ The specifications of this product and the software are subject to change without prior notice. 


Trademarks 


The OS and other names in this instruction manual are trademarks or registered trademarks of their respec- 
tive companies. 
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Precautions Regarding DEC-11 Disposal 


The DEC-11 includes a built-in lithium battery used for memory backup. 
When disposing of the DEC-11, be sure to dispose of the lithium battery according to the local laws of your area. 


Always contact your Sony service representative for battery replacement. 
The user should not perform replacement of the lithium battery. 


Removing the Battery 


Do not remove the main unit cover except when disposing of the battery. 


Disconnect the AC power cord from the DEC-11. 


The DEC-11 uses a laser, which may pose a safety risk if handled improperty. 
Be sure to disconnect the AC power cord before removing the main unit cover. 


2. Remove the eight screws (four on both the left and right) on the sides of the DEC-11. 
3. Remove the main unit cover of the DEC-11. 
4. Remove the five screws that secure the PC board to the top of the inside of the main unit. 


Screw 
PC board 


5. Remove the PC board. 
Loosen the screw (one location) of the battery cover on the sequencer. 
7. Remove the battery cover. 


4 
Battery cover je Ge? š 
Sequencer Ë oo zn Lithium battery 
F E. 


8. Remove the battery. Disconnect the connector during removal. 
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DISPOSAL OF LITHIUM ION BATTERY. 

LITHIUM ION BATTERY. 

DISPOSE OF PROPERLY. 

You can return your unwanted lithium ion batteries to your nearest Sony Service Center or Factory 


Service Center. 
Note: In some areas the disposal of lithium ion batteries in household or business trash may be 


prohibited. 


For the Sony Service Center nearest you call 1-800-222-SONY (United States only) 


Entsorgungshinweis: Bitte werten Sie nur entladene 
Batterien in die Sammelboxen beim Handel oder den 
Kommunen. Entladen sind Batterien in der Regel dann, 
wenn das Gerát abschaltet und signalisiert "Batterie 
leer" oder nach Iangerer Gebrauchsdauer der Batterien 
"nicht mehr einwandfrei funktioniert". Um 
sicherzugehen, kleben Sie die Batteriepole z.B. mit 
einem Klebestreifen ab oder geben Sie die Batterien 
einzeln in einen Plastikbeutel. 


Bij dit product zijn 
batterijen geleverd. 
Wanneer deze leeg 
zijn, moet u ze niet 
weggooien maar inle- 
veren als KCA. 
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1. Introduction 


1-1. Overview 


The DVD Eccentricity checker is a testing device that enables quick and easy measurement of eccentricity 
which is an important standard for quality control at disc production sites. 


Sony Precision Technology Inc. has developed a spindle motor and other major parts specifically for this 
testing device so that accurate and stable measurement results are obtained. 


The DVD discs that can be measured by this eccentricity checker are only the follows discs. 
* DVD-ROM 
* DVD-VIDEO discs (12 em, 8 cm), Unbonded Disc (after spattering) 


Laser Emission Level 

The laser is emitted by passing through the objective lens of the optical unit. 

The emission divergence angle. lens working distance, and the laser emission maximum output are shown in 
the table below. Emissions from laser diodes are blocked by the loaded optical disc or other plates. The 
emission level of the eccentricity checker is designated as Class 1. 


Emission divergence angle | Lens working distance Laser emission maximum output 


73." | 1.8 mm 350 pW 


1-2. Main Features 


Specially-designed Spindle Motor 

Eccentricity measurement is conventionally performed using an optical microscope or a DVD testing de- 
vice. However, measurement using an optical microscope not only takes time but results in error depending 
on the measurer. In addition, eccentricity was just one item among many measured with a DVD testing 
device, so the data results could not be adequately reproduced. 

Therefore, Sony Precision Technology has developed a new measurement spindle motor that is specifically 
intended for applications in DVD production plants, and has realized a testing device that has low eccentric- 
ity, is accurate and reliable, and is also available at a reasonable price. 


Quick Measurement 

DVD disc eccentricity is measured in a short time. 

Eccentricity is measured and the results appear on the front panel display in approximately 10 s. (Not in- 
cluding the disc tray open/close time.) 


High Accuracy Measurement 
Use of a high accuracy spindle motor makes it possible to obtain highly reliable measurement results. 


Compact Design 
At just 210 mm (W) X 176 mm (H) X 435 mm (D) and approximately 11 kg, the compact design allows 
installation in almost any location. 


Easy Operability 
Accurate data measurements can be easily made simply by pressing the measurement buttons on the unit. 


OK/NG Judgment 
Optional limit values can be set to allow OK/NG judgment of the measurement results. 
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1-3. System Configuration 


The eccentricity checker can be used as a stand-alone unit. 


1-4. Measurement Items 


Eccentricity 
The DEC-11 measures the eccentricity component from the disc center (spindle motor center). 
Measurement is performed independently for each layer. 


DEC-11 Eccentricity Measurement Method (Radial track oscillation = Eccentricity) 
Eccentricity is the distance between the spindle motor axial center and the track center of the disc. 

There are various types of track oscillation, from slow oscillation synchronized with the rotation to fine 
oscillation that is faster than the rotation. Eccentricity refers to the slow oscillation that is synchronized with 
the rotation. 

The DEC-1 1 measures this oscillation level (amplitude) by off-track measurement. 

The off-track measurement method consists of fixing a laser beam at a position 25 mm from the spindle 
motor axial center, rotating the disk with the tracking servo off, and counting the number of tracks that are 
traversed in one revolution of the disk using MIRROR (traverse signal). 


Eccentricity 


Spindle motor axial center Track center 
(Center of rotation) 


As shown in the figure, the track oscillates by a multiple of the eccentricity level and then returns to the 
original position during the period of one revolution. The laser beam passes over and back across a number 
of tracks corresponding to a multiple of the eccentricity level. 
Therefore, the eccentricity can be obtained by multiplying 1/4 of the number of MIRROR (traverse signal) 
pulses counted during this period (the number of tracks traversing over the laser) by the length of the track 
pitch. 
The DEC-11 measures for ten revolutions and outputs the average of this eccentricity level value to the 
measurement circuit. The number of MIRROR (traverse signal) pulses per disc revolution is counted by the 
high-speed counter of the measurement circuit, and the eccentricity value for ten revolutions is calculated by 
the following equation. 

Eccentricity = n (number of MIRROR pulses per ten revolutions)/40 x 0.74 um (TP) 
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2. Component Names and Functions 


2-1. Front Panel 


CD Disc tray 


(2) EJECT button 
@ POWER button 


(à) LED1 

LED2 

LED3 

LED4 
© [key (S1) 
© [F] key (S2) 
© [F] key (D1) 
(**]key (D2) 
© CJ key 
CH Loi key 
© Ca] 
© [=] key 
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: Set the disc to be measured on this tray. 
: Press this button to open and close the disc tray. 
: Press this button to turn the power on and off. 


: This LED lights constantly while the power is on. 
: This LED lights only when measurement is possible. Measurement cannot be 


performed when this LED is off. 


: This LED lights before and after measurement. When this LED is off, it means 


that measurement is underway. 


: No function. 


` Press this key to measure a single layer disc. 


When LIMIT values are set, press this key to measure according to the LIMIT 
SET 1 setting. 


: Press this key to measure a single layer disc with LIMIT values set. 


Press this key to start measurement according to the LIMIT SET 2 setting. 


: Press this key to measure a dual layer disc. 


When LIMIT values are set, press this key to measure according to the LIMIT 
SET | setting. 


: Press this key to measure a dual layer disc with LIMIT values set. 


Press this key to start measurement according to the LIMIT SET 2 setting. 


: No function. 
: * Press this key to enter the item selection when setting a LIMIT value. 


* When setting a LIMIT value, press this key to select the LIMIT value digit. 


[4] key, Y | key : * Press these keys to switch the screen. 


* When setting a LIMIT value, press these keys to select the item. 
* When setting a LIMIT value, press these keys to select the values of the LIMIT 
value digits. 


: * Press this key for 2 s or more to enter the LIMIT value setting screen. 


* To cancel the LIMIT value setting, press this key for less than 2 s. 
* To enter the LIMIT value setting, press this key for 2 s or more. 
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2-2. Rear Panel 


(D Filter assembly 


@) GROUND terminal : 


(8) Fuse 


@ AC IN connector 


© RS-232C terminal 
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: This is the air intake for cooling the inside of the DEC-11. 


The filter prevents dust and dirt from entering the DEC-11. 


AWARNING 


To prevent heat from building up inside the DEC-11, do not block the 
filter portion. 


This terminal has the same electric potential as the signal line on the ground 
side and the frame. 


: Used to protect the AC power system. 


Be sure to use the specified fuse. (Fuse rating : T 2A L 250 V) 
Be sure to disconnect the AC power cord when replacing the fuse. 


: Used to supply external AC power to the DEC-11. 


Connect the supplied AC power cord. 


AWARNING 


Be sure to supply voltage within the specified range. 


: This terminal allows the eccentricity checker to be controlled externally from a 


PC. 
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3. Operation Method 


3-1. Preparing for Measurement 

3-1-1. Installation 

The DEC-11 performs measurement using the traverse count method. 

During measurement, focus is applied by the focus servo, and the tracking servo is off. Therefore, vibration 
applied to the unit may result in abnormal measurement results. 

A sturdy table should be used for installation, and care should be taken so that vibrations are not conveyed to 
the unit. 


3-1-2. Connections 


Rear panel 


(Be sure to also use a safety ground at all times.) 


人 A WARNING 


Be sure to supply voltage within the specified 
range. 
Use a safety ground at all times. 


© Ja tl Power cable 
Connect the supplied AC power cable. 


AC fuse 
This fuse is used to protect the AC power system. 


A WARNING 


For continued protection against risk of fire, replace only with fuse of 
the specified type and current ratings. 

Be sure to disconnect the AC power cord when replacing the fuse. 
(Fuse rating : T 2A L 250 V) 


¿AWARNING 


Always check that the AC power cord is connected correctly before pressing the POWER button 
on the unit to turn on the power. 
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3-1-3. Starting up the Unit 


Press the POWER button to tum on the power. 
“Initializing...” appears in the display. 
LEDI and LED3 light and *! WAIT!" appears in the display. 


LED2 lights and “No Disc" appears in the display. 


* Measurement cannot be performed while LED2 is off. 
* When a disc has been loaded beforehand, “STAND BY...OK!” appears in the display. 


No Disc 


jajaka 
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3-1-4. Setting the Disc 

Disc Setting Procedure 

1 Tum on ihe unit power, then press the EJECT button. 
The disc tray opens. 


“!WAIT!” appears in the display. 


2 Place the DVD to be measured on the disc tray so that it is positioned within the protrusions (4 places) 
on the disc tray. 


s 
WAIT! 
| (al E E) 


3 Press the EJECT button. 
The disc tray closes. 
"STAND BY...OK!” appears in the display. 
Always press the EJECT button to close the disc tray. 
Tf the disc tray is pressed into the unit, it will not retract properly. 


[Eccentricity] 


yy AND JA 
(s ji JE 


DEC-11 


3-2. Measurement 


Display Screens 


"The screens needed for measurement can be switched by pressing the [4 ] and | Y keys. 
The software version and maintenance mode can also be confirmed by switching the screen. 


NOTE 
When not setting LIMIT values (see 3-2-1), there is no need to switch the screen for measurement. 


LIMIT setting screen 1 


w= = m 
ロー ば ー Le Lea) 
— SEL hi 
S= 310 um 
Lü- 150 m 
Liz ELU 


[a] key 


LIMIT setting screen 2 


C^ ) key x System total 
7 power-on time display 
Maintenance Mode screen 


Maintenance Mode screen 


ーー MAINTENANCE 


SYSTEM 0.90 hour 0.59 hour 
TRANG 3 ent 
= == = 5 
A ] key Disc tray EJECT times display 
(One open-close operation counts as one time.) 
Software Version display scree Software Version display screen 


Sony Precision 


Technology Inc. 
(7) 


EEE 
pee TN 
Version 3,0 Build | 
Sony Precision 
Techn 


att) 


Software version display 
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3-2-1. Setting LIMIT Values 


The DEC-11 can set LIMIT values for measurement. 

When LIMIT values are set, the DEC-11 performs OK/NG judgment during measurement. 

LIMIT values can be set for each of the two patterns of single layer discs and dual layer discs. 

Use LIMIT SET 1 and LIMIT SET 2 according to the application. 

Set LIMIT values are held even when the power is turned off. The settings are valid until the next value is 
set. 

All LIMIT values are set to 50 jum at the factory. 


NOTES 


・ LIMIT values should be set before performing measurement. 
When it is not necessary to set LIMIT values, these settings are not made. 


LIMIT Value Setting Procedure 


1 Press the |i Y | key to switch to the LIMIT SET 1 (or LIMIT SET 2) screen. 


2 Press the [97 key for 2 s or more. 
“S=eum” flashes on the upper level of the display. 


3 Press the [2] or [7] key to select the item to be set. 
The selected item flashes. 


Single layer 
Dual layer (LO) 
Dual layer (L1) 
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4 Press the [+ key. 
The item selection is entered and the display switches to the screen for the selected item. 


= 
2 


L0= 90 Am 
t | 


= Con ka KOK Z XXXI 1 
| Fi | | F2 J [° | | F4 | 


5 After switching the screen, the number below the flashing value changes in the order of 110 100 
—1000— 100001 each time the [* ] key is pressed. This number indicates the selected digit. 
Press the [で] key to select the digit to be set. 


L0= 9) um 


CPPFEPPEE ま > +0 
F2 | | F3 | | F4 | 


6 Press the [4 ] or Y ) key to set the digit selected in step 5 to the desired value. 


NOTE 


Whenthe value is increased in the manner of 1, 2, ... 9, 0, the value of the digit to the left of the selected 


digit increments by one. 

When the value is decreased in the manner of 2, 1,0, 9, the value of the digit to the left of the selected 
digit decrements by one. 

Make sure the setting value is correct. 


7 Repeat steps 5 and 6 to set other digits. 


8 When LIMIT value input is finished, press the [®] key for 2 s or more. 
This completes the setting. 


If the [ 9 | key is not pressed for 2 s or more, the setting is not completed and the value returns to the 
original setting. 
Be sure to press the [8 | key for 2 s or more to complete the setting. 


9 To set LIMIT values for other items, repeat the procedure from step 1. 
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3-2-2. Disc Measurement 


NOTE 


・ Press a single measurement key (F1/F2) to measure a single layer disc. 
・ Press a dual measurement key (F3/F4) to measure a dual layer disc. 
If the measurement method is not suited to the disc, measurement may not be performed correctly. 


When LIMIT values must be set, make the settings before performing the measurement. (See 3-2-1.) 
All LIMIT values for both LIMIT SET 1 and LIMIT SET 2 are set to 50 um at the factory. 

The F] (S1) to [75] (D2) keys correspond to the LIMIT value settings as follows. 

Measurement is performed by the method suited to the disc to be measured. 


Single layer disc measurement 
[F] key (S1) > LIMIT SET I 
(] key (82) > LIMIT SET 2 


Dual layer disc measurement 
[Fs] key (DI) > LIMIT SET 1 
(F+ key (D2) > LIMIT SET 2 


When LIMIT values are not set, operation uses only the [F1] key (S1) or the [F°] key (D1). 


[Measuring a Single Layer Disc] 


1 Check that “STAND BY...OK!” appears in the display. 
If “STAND BY...OK!” does not appear, set a disc or press the [4 | or Y | key to switch the screen. 


2 Press the LF] key (S1). 
Measurement starts. 
LED3 turns off. 


NOTE 


Do not press any of the keys on the front panel during measurement. 


D 
e] 


E 


S1 Measuring 


OGE 


LED3 lights after measurement is finished. 
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3 Check the screen. 
The eccentricity value is displayed. 
OK! e The value is within the LIMIT values set by LIMIT SET 1. 
NG! ....... The value is outside the LIMIT values set by LIMIT SET 1. In this case the screen display 


turns red. 


_ 
[Eccentricity] 


Le key (S2) measurement is performed by the same method as [F1] key (S1) measurement. However, in 
this case the OK/NG judement corresponds to LIMIT SET 2. 


To continue and measure a different disc, press the EJECT button and remove the measured disc. Then 
repeat the procedure from setting the disc. 


[Measuring a Dual Layer Disc] 


1 Check that “STAND BY...OK!” appears in the display. 
If “STAND BY...OK!” does not appear, set a disc or press the | ^ | or [ Y ] key to switch the screen. 


2 Press the [F=] key (D1). 
Measurement starts. 
LED3 turns off. 


Do not press any of the keys on the front panel during measurement. 


DI Measuring 


[Ss 
| F1 J | F2 5) F4 | 


LED3 lights after measurement is finished. 
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3 Check the screen. 
The eccentricity values for each layer are displayed. 
OR! s The value is within the LIMIT values set by LIMIT SET 1. 
NG! ....... The value is outside the LIMIT values set by LIMIT SET 1. In this case the screen display 
turns red. 


[Eccentricity] 
OK! Lis 


| OK! Li= 
Lag S 


12 


Í FI [F2 i ei 


Le key (D2) measurement is performed by the same method as e ] key (D1) measurement. However, in 
this case the OK/NG judgment corresponds to LIMIT SET 2. 


To continue and measure a different disc, press the EJECT button and remove the measured disc. Then 
repeat the procedure from setting the disc. 


3-3. Ending Measurement 


When measurement has finished, press the EJECT button and remove the disc. 
Press the POWER button to turn off the power. 
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3-4. RS-232C Control 


The COM connector (RS-232C terminal D-sub, 9-pin) on the rear panel of the DEC- 11 conforms to the RS- 
232C signal format. This allows the DEC-11 to be controlled from a host computer by connecting an RS- 


232C cross cable (commercially available). 


* Connect the DEC-11 and the PC using a 9-pin female RS-232C cross cable. 
* When performing RS-232C control, be sure to use a Japanese or English OS. Do not use other language 


OS. 


Interface Specifications 
Set the PC port settings as follows. 


Baud rate : 9600 bps 
Parity : even 
Stop bit : 1 bit 
Data bits : 8 bits 
Flow control  : None 


Connector Pin Assignment 


Pin No. Signal name Function vo Pin No. Signalname Function vo 
1 DCD RESERVED ・ 6 DSR RESERVED - 

2 RXD RECEIVE DATA | 7 RTS RESERVED - 

3 TXD TRANSMIT DATA O 8 CTS RESERVED - 
4 DTR RESERVED - 9 RI RESERVED - 
5 GND GND - 
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3-5. Eccentricity Test Disc (Supplied) 

The accessory eccentricity test disc is used to check whether DEC-11 measurement is being performed 
properly. 

When errors occur in the measurement results, the DEC-11 status can be checked using this eccentricity test 
disc. 

The accessory eccentricity test disc is measured and checked before the DEC- | is shipped from the factory. 
3-5-1. Checking Method 

] Press the [3] key or [ ** ] key to measure the eccentricity test disc. 


2 After the measurement, open the disc tray, change the disc angle by 45° , and measure the disc again. 


3 Repeat step 2 eight times and record the data. 
The data for one entire disc rotation can be obtained by repeating the measurement eight times. 


4 Find the difference between the maximum and minimum of the eight measurement values in step 3. 


If the difference between the maximum and minimum values always exceeds 8 um when repeating steps | to 
4 a number of times, the DEC-11 may have malfunctioned. Contact your Sony service person. 
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4. Periodic Maintenance 


Replacing the filter assembly 

[Notes on replacing the filter assembly] 

When replacing the filter assembly, be sure to use our designated filter assembly (presented below). 

The service life of the filter assembly varies depending on the environment in which the DVD eccentricity 

checker is installed. 

In general, however, it is recommended that the filter assembly be replaced about once every one year. 
Product : Filter assembly 
Product number : X-4620-281-1 


4-1. Replacing the Filter Assembly for the Rear Panel 


1 while pressing down on the center clips on the right side, remove the filter assembly mounted to the 
rear panel in the forward direction. 


2 Insert the left edge of the filter assembly into the groove indicated by A on the cooling fan unit of the 
rear panel, and then align the right clip positions of the filter assembly with B, C and D. 
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3 Insert the filter assembly until it clicks into place. 


4 Manually pull on the filter assembly to make sure it does not dislodge. 


4-2. Replacing the Battery 


The DEC-11 includes a built-in lithium battery used for memory backup. 

The lithium battery needs to be replaced once every five years. 

When time for replacement arrives, please contact your Sony service representative. 
The DEC-11 uses a laser, which may pose a safety risk if handled improperty. 
Always contact your Sony service representative for battery replacement. 
The user should not perform replacement of the lithium battery. 
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5. Troubleshooting 


5-1. Error Indications 


Error contents : Focus error 
Display screen: “ " appears in the measurement results area of the display. 


[4 


xECCX 
OK! L0- 40 sm 
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Remedy 


Perform measurement again. 

If “ " is displayed in the same way, check if there is a scratch, stain, or other abnormality in the area 
around 25 mm from the disc center. 

This scale measures the area around 25 mm from the disc center. 


Perform measurement of the eccentricity test disc (accessory), and check that measurement can be per- 


formed correctly. 
If a focus error still occurs when using the eccentricity test disc, contact your Sony service representative, 


Error contents : Error triggered when the eccentricity is greater than the measuring range of 150 um. 
Display screen: “OVER” appears in the measurement results area of the display. 
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Remedy 
When the eccentricity is greater than the measuring range of 150 Lun, the measuring is impossible. 


If “OVER” is displayed even when measuring the eccentricity test disc, contact your Sony service repre- 


sentative. 
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6. Specifications 


6-1. General Specifications 


Measurement range 
Resolution 
Measurement time 


Supply voltage, Frequency 


Power consumption 

Usage temperature range 
Operating temperature range 
Storage temperature 
Relative humidity 

External dimensions 

Mass 

Operation position 
Maximum operating altitude 
Installation category 
Pollution degree 
Environmental condition 


6-2. Accessories 


AC power cord 
Instruction manual 
Eccentricity test disc 


6-3. Safety Standards 


UL Standard 


FCC Standard 
DHHS Standard 


DEC-11 


0 to 150 um (Eccentricity) 

l um 

Approximately 10 s per layer (the disc tray open/close time excluded. 
In case of worsened focusing conditions, retrial that may be performed 
may result in a longer measurement time. The maximum number of re- 
trials is two times.) 

100 V to 240 V, 50/60 Hz (rated) 

90 V to 240 V, 50/60 Hz (allowable range) 

35W 

22 °C to 24 °C 

Oce30C — so Fe ECE 

—10 °C to 50 °C (No condensation) 

30 96 to 70 % 

210 (W) x 176 (H) x 435 (D) (Excluding protruding parts) 

1kg 

horizontal 

2000 m (No condensation) 

II (Local level) 

2 

Indoor use only 


UL3101-1 (Inspections * Test Equipment) 

CSA C222 No1010.1 (Inspections * Test Equipment) 
FCC Part 15 Subpart B Class A 

CFR21 1040.10 (Class 1 Laser Product) 
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この マニ ュ ア ル に 記載 され て いる 事柄 の 著作 権 は 当社 に あ 
り 、 説 明 内 容 は 機器 購入 者 の 使用 を 目的 と し て いま す 。 

し た が っ て 、 当 社 の 許可 な し に 無断 で 複写 し た り 、 説 明 内 
容 (操作 、 保 守 な ど ) と 異な る 目的 で 本 マニ ュ ア ル を 使用 
する こと を 禁止 し ます 。 


The material contained in this manual consists of 
information that is the property of Sony Precision 
Technology Inc. and is intended solely for use by the 
purchasers of the equipment described in this manual. 
Sony Precision Technology Inc. expressly prohibits 
the duplication of any portion of this manual or the use 
thereof for any purpose other than the operation or 
maintenance of the equipment described in this 
manual without the express written permission of 
Sony Precision Technology Inc. 


Le matériel contenu dans ce manuel consiste en 
informations qui sont la propriété de Sony Precision 
Technology Inc. et sont destinées exclusivement à 
l'usage des acquéreurs de l'équipement décrit dans 
ce manuel. 

Sony Precision Technology Inc. interdit formellement 
la copie de quelque partie que ce soit de ce manuel ou 
son emploi pour tout autre but que des opérations ou 
entretiens de l'équipement à moins d'une permission 
écrite de Sony Precision Technology Inc. 


Die in dieser Anleitung enthaltenen Informationen 
sind Eigentum von Sony Precision Technology Inc. 
und sind ausschlie Blich für den Gebrauch durch den 
Käufer der in dieser Anleitung beschriebenen 
Ausrüstung bestimmt. 

Sony Precision Technology Inc. untersagt 
ausdrücklich die Vervielfältigung jeglicher Teile dieser 
Anleitung oder den Gebrauch derselben für 
irgendeinen anderen Zweck als die Bedienung oder 
Wartung der in dieser Anleitung beschriebenen 
Ausrüstung ohne ausdrückliche schriftliche Erlaubnis 
von Sony Precision Technology Inc. 


商品 に つい て の お 問い 合わ せ 


TEL (03)3490-3943 FAX (03)3490-8028 


サー ビス 連絡 先 

エス ピー ティ ・ エ ンジ ニア リン グ 株 式 会 社 

サー ビス セン ター 72591146 神奈川 県 伊勢 原市 鈴川 45 TEL (0463)92-2132 FAX (0463)92:3090 
ソニ ー・ ブ レシ ジョ ン ッ ・ テ チク ノロ ジー 株 式 会 社 PARIR 

Sony Precision Technology Inc. Sony Precision Technology America, Inc. 

General Area Sales Department 20381 Hermana Circle 

9-17, Nishigotanda 3 chome, Lake Forest, CA 92630, U.S.A. 

Shinagawa-ku, Tokyo 141-0031, Japan TEL: (949) 770-8400 

TEL: 481 3 (3490) 9481 FAX: (849) 770-8408 


FAX: «81 3 (3490) 4670 


Sony Precision Technology Europe GmbH 
Heinrich-Hertz-Strasse 1 

70327 Stuttgart, Germany 

TEL: (0711) 5858-300 

FAX: (0711) 580715 


http ://www.sonypt.co.jp/ 
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